






P/No. WBLED10M
9-33V LED Warning Light, Magnetic Base

FEatuRES: 
•  Suitable for 12V and 24V vehicles
•  Reliable LED technology, no moving parts
•  Long life, no globe to break
•  3 fl ash patterns with easy select switch
•  Impact resistant polycarbonate lens
•  Low current draw
•  2.5m lead

SPEcIFIcatIoNS: 
•  Voltage: 9-33V
•  Current Draw: 0.82A at 12V, 0.43A at 24V
•  Lifetime: up to 50,000 hours
•  Working Temperature: -45° ~ 60°C

Cigarette lighter plug with dual 
switch for on/off function and fl ash 
pattern control.

8 strong magnets ensure the lamp grips 
the surface fi rmly while the silicone cover 
prevents scratching.

Quality cable exit and Denko 
breather ensures moisture and dirt 
cannot damage the lamp

tEStING, tEStING, tEStING....
of Aussie work sites or offroad 
travel do we truly know what needs 
improving. All work lamps have been 
subjected to hours of pounding shock 
and vibration on Gav’s excavator 
while he did his best to force a fault. 
His critical eye and knowledge of 
what Aussie workers really need 
on site has been integral to the 
development of the work lamps and 
warning lights.

Meanwhile, Sam has completed an 
incredible 40,000km with the driving 
lights mounted to his Nissan Patrol. 
Sam’s feedback on mounting, wiring, 
beam pattern etc and his knowledge 
as a qualifi ed electrician has ensured 
we didn’t miss any critical elements 
during development. The 35W 
work lamp has also done the same 
40,000km and been subject to Sam’s 
ever demanding critique.

Thanks gents, your efforts are greatly 
appreciated. We’ll happily let you 
try and break any new products we 
dream up over the coming years!

The team at ImpactLED wants to 
acknowledge the efforts of both Sam 
and Gav who have been invaluable 
during the development of all our 
LED products. These two blokes 
have rigorously tested all products 
as they progressed from initial rough 
samples right through to fi nal polished 
products. Without them, we would not 
have reached the levels of quality that 
we have.

All the fancy ISO lab tests are well and 
good (which we’ve done), but not until 
a product is subjected to the rigours 

Three Flash 
Pattern Settings
• Single Flash
• Quad Flash
• Continuous Rotating

Dimensions:
Height: 94mm
Lens dia (top): 95mm
Base dia:  143mm

LED Warning Lamps
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P/No. SLR100    

12V 100cm LED Strip Light for Interior or Exterior use

Features: 
•  Wide angle light output
•  Supplied with fitted mounting brackets
•  Pre-wired with 400mm of hard wired cable
•  Extruded aluminium housing
•  Super slim design, great for confined spaces
•  Quality Taiwanese Epistar LED chips
•   Very low current draw, won’t drain 
   your battery
•  Up to 50000 hours of LED life
•  Water resistant & weatherproof

Specifications: 
•  60 x 5050SMD LED chips
•  Voltage: 9-15V
•  Current Draw: 1A at 12V
•  Light angle: 120°

P/No. SLR50    

12V 50cm LED Strip Light for Interior or Exterior use

Features: 
•  Wide angle light output
•  Supplied with clip on mounting brackets
•  Pre-wired with 400mm of hard wired
   cable
•  Extruded aluminium housing
•  Super slim design, great for confined 
   spaces
•  Quality Taiwanese Epistar LED chips
•  Very low current draw, won’t drain 
   your battery
•  Up to 50000 hours of LED life
•  Water resistant & weatherproof

Specifications: 
•  30 x 5060SMD LED chips
•  Voltage: 9-15V
•  Current Draw: 0.6A at 12V

Convenient fixed mounting brackets 
for easy installation

Convenient clip on mounting brackets 
for easy installation

•  Light angle: 120°
•  Colour: White, 6000k
•  Lifetime: up to 50000 hours
•  Working Temperature: -50° ~ 70°C

•  Colour: White, 6000k
•  Lifetime: up to 50000 hours
•  Working Temperature: -50° ~ 70°C

LED Strip Lights
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P/No. SLF60B    

12V 60cm Flexible LED Strip Light for Interior or Exterior use

P/No. SLF30B (Black) 
         SLF30W (White)               

12V 30cm Flexible LED Strip Light for Interior or Exterior use

Features: 
•  Flexible protective coating
•  Quality 3M adhesive backing
•  Easy to install wiring harness
•  Supplied with joiner to inter-connect 
   multiple strips
•  Super slim design, great for confined spaces
•  Quality Taiwanese Epistar LED chips
•  Very low current draw, won’t drain 
    your battery
•  Up to 50000 hours of LED life
•  Water resistant & weatherproof

Specifications: 
•  24 x 5050SMD LED chips
•  Voltage: 9-15V
•  Current Draw: 0.5A at 12V
•  Light angle: 120°
•  Colour: White, 6000k
•  Lifetime: up to 50000 hours
•  Working Temperature: -50° ~ 70°C

Features: 
•  Flexible protective coating
•  Quality 3M adhesive backing
•  Easy to install wiring harness supplied with
    joiner to inter-connect multiple strips
•  Super slim design, great for confined spaces
•  Quality Taiwanese Epistar LED chips
•  Very low current draw, won’t drain 
   your battery
•  Up to 50000 hours of LED life
•  Water resistant & weatherproof

Specifications: 
•  12 x 5050SMD LED chips
•  Voltage: 9-15V
•  Current Draw: 0.22A at 12V
•  Light angle: 120°
•  Colour: White, 6000k
•  Lifetime: up to 50000 hours
•  Working Temperature: -50° ~ 70°C

User friendly plug in connector

Supplied with joiner to inter-connect 
multiple strips

Can be cut to length. Cut in groups of 
3 LED’s

User friendly plug in connector

Supplied with joiner to inter-connect 
multiple strips

Can be cut to length. Cut in groups 
of 3 LED’s

Flexible LED Strip Lights

10



www.impactled.com.au


